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391CV Hybrid Features
o 1/4" Door Glass

o 3/8"In-Line Panel

o NO Header Required

o Polycarbonate Strike with
Magnetic Catch

Continuous Hinge Door
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TECHNICAL INFORMATION

PARTS LIST

A. 1 SC-505A Curb (with weep slots)
B. 2 SC-508 Wall Jambs

C. 6 Plastic Wall Anchors

D.6#8x 1 1/2 Truss Head Screws
E. 2 Plastic Setting Blocks

F. 1 3/8" Fixed Glass Panel

I. 1 SC-649 Continuous Hinge Jamb
. 6 #8 x 1/4 Truss Head Screws
K.3/8" Poly Strike w/ V-Seal & Magnet
L. 1 1/4" Glazed Door Panel

M. 1 SC-507 Snap-in Fillers

N. 1 Latch Vinyl

P. 1 Latch

Q. 1SC-651 Continuous Hinge Rail
R. 2 Tubular Handles

S. 4 Plastic Washers

T. 2 Plastic Bushings

V. 2 Cone Head Bolts

W. 2 Set Screws

X. 1V-351 Deflector

Y. 2 Pcs. Horiz. Glazing Vinyl

CALCULATIONS
Maximum allowable width of unit = 60"
Maximum allowable height of unit — 82 1/2"

Wisconsin Shower Door | crafted with pride since 1956




