
Alumax
Shower Door

Th e Alumax 795 Pivot Stikstall Panel, Door and Panel adapts 
quickly and economically to virtually any shower opening with a 
maximum of 60” width.

Features include full length magnetic closure, trouble free nylon 
pivot bushing with safety clip and a horizontal drip trough that 
collects and drains remaining water back into shower when the 
door is opened.

Th e 795 Pivot Stikstall Panel, Door and Panel enclosure in brite 
silver, satin silver, gold and brushed nickel anodized fi nishes, 
as well as an array of powder paint colors including oil rubbed 
bronze.

795 Pivot



Distributor of

795 Pivot Stikstall
Panel, Door, Panel - Framed
PRODUCT FEATURES
Available in standard and custom confi guration.
Tempered safety glass.
Pivot jambs to have a continuous vinyl seal.
Top pivot pin to have safety washer to prevent accidental 
dislodging of the door.

SIZE LIMITATIONS
Maximum allowable width of unit = 72”
Maximum allowable height of unit = 84” 
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PARTS LIST
A. 1 Curb Section
B. 2 Wall Jambs
C. 6 Plastic Wall Anchors
D. 6 #8 x 1-1/2” Truss Head Screws
E. 4 Plastic Setting Blocks
F. 2 Fixed Glass Panels
G. 2 180o Posts
H.  1 Header
J. 17 #6 x 3/8” Truss Head Screws
K. 2 Clear Vinyl Jamb Seals
L. 1 Glazed Door Panel
M. 1 Pivot Jamb
N. 1 Strike Jamb (Magnetic)
P. 2 Snap-in Fillers
R. 1 Drip Rail
S. 2 Drip Plugs
T. 1 Tapered Drip Vinyl
V. 1 Roll Double Stick Tape
W. 2 #10 x 7/16” Sq. Head Set Screws
X. 1 Nylon Spacer
Y. 2 Nylon Pivot Bushings
AA. 1 Security Washer
BB. 1 Interior Door Handle
CC. 1 Exterior Door Handle
DD. 2 #6 x 1-1/4” Round Head Screws
EE. Vertical Glazing Vinyl
FF. Horizontal Glazing Vinyl

OPTIONS
Towel bar kits
Glass Patterns
Finish


